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Parameter Symbol Value Unit
Collector-emitter voltage, Tvj> 25°C Vce 600 v

DC collector current, limited by Tujmax
T.=25°C Ic 28.0 A
Tc=100°C 18.6
Pulsed collector current, tp limited by Tyjmax Icpuls 45.0 A
Turn off safe operating area

Vce< 600V, Tyi< 175°C, tp= 1us

Diode forward current, limited by Tyjmax
Tc=25°C Ir 12.5 A
Tc=100°C 6.6
Diode pulsed current, tp limited by Tyjmax [Fpuls 45.0 A

- 45.0 A

Gate-emitter voltage +20
Transient Gate-emitter voltage (tp< 10us, D < 0.010) Vee +25

Short circuit withstand time
Vee=15.0V, Vec < 400V

Allowed number of short circuits < 1000 tsc Us
Time between short circuits: > 1.0s
Tvi=150°C 3

Power dissipation Tc=25°C p 115.4 W
tot
Power dissipation Tc=100°C

57.7

Operating junction temperature Tyj -40...+175 °C

Storage temperature Tstg -55...+150 °C

Soldering temperature,
reflow soldering (MSL1 according to JEDEC J-STA-020) 260

°C

g

Value

Parameter Symbol |Conditions Unit

min. | typ. ‘max.

R Characteristics

. 1)
IGBT thermal resistance, Rinic - - 130 | K/W

junction - case

. H 2)
Diode thermal resistance, Riniic - - 5.00 | K/W

junction - case

Thermal resistance, min. footprint

. . - j-a - - 75 K/W
junction - ambient Reng) /

Thermal resistance, 6cm? Cu on
PCB Rth(j-a) - - 50 K/W
junction - ambient

YRth /Zth BF B4 PP, EER, ERRBEEEERNZIGBTH Rtho
2Rth /zth BEF RS EBKH, &R, FRARBMBIIEERNE ZREDN Rtho
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B, T r=25CHKHT, BRIEZEAE

. Value .
Parameter Symbol |Conditions : Unit
min. | typ. ‘ max.
Static Characteristic
Vee=15.0V, Ic=15.0A
Collector-emitter saturation voltage | Vcesat Ty=25°C - 200 | 230 | Vv
Tyj=175°C - 2.40 -
Vee= 0V, Ir=15.0A
Diode forward voltage Ve Ty=25°C - 190 | 220 | Vv
Ty=175°C - 1.95 -
Gate-emitter threshold voltage Vee(th) lc=0.16mA, Vce= Vee 4.3 5.0 5.7 v
Vee= 600V, Vee= 0V
Zero gate voltage collector current  |[ces Tj=25°C - - 25 | pA
Ty=175°C - - 2500
Gate-emitter leakage current lces Vee=0V, Vee= 20V - - 100 nA
Transconductance grs Vee= 20V, Ic=15.0A - 6.0 - S
Integrated gate resistor re none
BRI, WTF ru=25CHFHET, BRIESENAE
. Value .
Parameter Symbol |Conditions - Unit
min. | typ. ‘ max.
Dynamic Characteristic
Input capacitance Cies - 575 -
. Vee= 25V, Vee= 0V ] ]
Output capacitance Coes f= 1000KkHz 28 pF
Reverse transfer capacitance Cres - 21 -
Vcc=480V, Ic=15.0A,
Gate charge Qs Vee= 15V - 72.0 - nC
TR, BiERaH
. Value .
Parameter Symbol |Conditions - Unit
min. | typ. ‘ max.
IGBT Characteristic, at T\j=25°C
Turn-on delay time td(on) Tvi=25°C, - 18 - ns
oo ti Vec=400V, Ic=15.0A
R tr > ’ - 1 -
Ise time Vee=0.0/15.0V, 8 ne
Turn-off delay time ot Rs(on) = 49.0€2, Ro(ofn = 49.0Q, - 374 - ns
; Lo =30nH, Co = 30pF
Fall time t ’ - 20 - ns
: f Lo, Co from Fig. E
Turn-on energy Eon Energy losses include “tail” and - 0.57 - mJ
Turn-off energy Eoft diode reverse recovery. - 0.35 - mJ
Total switching energy Ets - 0.92 - mJ
Datasheet 4 V21
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“iRESE, Ty=25C
Diode reverse recovery time trr T = 25°C, - 129 ns
Diode reverse recovery charge Qrr Vr=400V, - 0.50 uc

; IF=15.0A
Diode peak reverse recovery current  |/rm ) - 11.2 A
o P P J dir/dt = T8TA/us

iode peak rate of fall of reverse .
recovery current during to di/dt ) -93 Alus
FXRGE. BiEAH

. Value .
Parameter Symbol |Conditions : Unit
min. | typ. ‘ max.

IGBT #5i%, MF 1y=175°CHIKH
Turn-on delay time td(on) T=175°C, - 16 ns

P Vee=400V, Ic=15.0A
R t tr ’ ? - 19

1se [Ime Vee=0.0/15.0V, ns
Turn-off delay time td(off) Ra(on) = 49.0Q, Raofy = 49.00), - 393 ns

: Lo =30nH, Co = 30pF
Fall time t ’ - 21 ns
f Lo, Co from Fig. E

Turn-on energy Eon Energy losses include “tail” and - 0.77 mJ
Turn-off energy Eoft diode reverse recovery. - 0.39 mJ
Total switching energy Es - 1.16 mJ
TIRENSE, WF ri=175°cRHFT
Diode reverse recovery time trr T,j=175°C, - 199 ns
Diode reverse recovery charge Qr Vr=400V, - 1.04 uc
Diode peak reverse recovery current  |/rm IFr=15.0A, - 15.3 A
Diode peak rate of fall of reverse divdt die/dt=T61A/us o7 A
recovery current during to I ) i HS
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3 E PG-T0252-3

b3 ™)

L3

i |
E1 “
2 1y b P
I I | |
L
\I | ] | | lJ
MILLIMETERS
DM MIN MAX
A 2.16 2.41
A1 0.00 0.15
b 0.64 0.89
b2 0.65 1.15
b3 4,95 5.50
c 0.46 0.61
c2 0.40 0.98
D 5.97 6.22
D1 5.02 5.84
E 6.35 6.73
E1 4.32 5.21
e 2.29 (BSC)
o1 4.57 (BSC)
N 3
H 9.40 10.48
L 1.18 1.78
L3 0.89 1.27
L4 0.51 1.02
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