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Parameter Symbol Value Unit
Collector-emitter voltage, Tvj> 25°C Vce 650 v

DC collector current, limited by Tujmax

Th=25°C value limited by bondwire | 80.0 A
Th=65°C ‘ 66.0

Th=65°C 104.0Y

Pulsed collector current, tplimited by Tvjmax Icputs 240.0 A
Turn off safe operating area

Vee < 650V, Ty< 175°C, to= 1pis - 240.0 A
Diode forward current, limited by Tyjmax

Th=25°C value limited by bondwire Ir 80.0 A
Th=65°C 74.0

Diode pulsed current, tp limited by Tyjmax [Fpuls 240.0 A
Gate-emitter voltage +20 v
Transient Gate-emitter voltage (tp< 10us, D < 0.010) Vee +30

Power dissipation Th=25°C p 148.0 W
Power dissipation Th=65°C ot 109.0

Operating junction temperature Ty -40...+175 °C
Storage temperature Tstg -55...+150 °C
Soldering temperature, °c
wave soldering 1.6mm (0.063in.) from case for 10s 260

Mou'ntmg torque, M; screw M 06 Nm
Maximum of mounting processes: 3

Isolation voltage RMS, f=50/60Hz, t = 1min? Visol 2500 v
78R

. Value .
Parameter Symbol |Conditions : Unit
min. | typ. ‘ max.

Rt Characteristics

IGBT thermal resistance,?

. . . ’ j- - 0.86 1.01 | K/W
junction - heatsink Reaty) /
Diode thermal resistance,?

. - . ’ j- - 0.97 1.14 | K/W
junction - heatsink Reaty) /
Thermal resistance

. . . j-a - - K W
junction - ambient Reng) 65 /

UT0-247-3 1E Th= 65°C N FHENE RN, RASZTREMEL: 152um. 0.9 W/mK. AR I REEIL R AL E
MEXREN AT ERLENAESRELBRMGNES, BLERHERPIER,
MERFZERIFT F=500N, Ta=25°C
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B, WTF r=25°CFHT, BRIESEAE

. Value .
Parameter Symbol |Conditions : Unit
min. | typ. ‘ max.
Static Characteristic
Collector-emitter breakdown voltage |Verces | Vee=0V, lc=0.50mA 650 - - v
Vee=15.0V, Ic= 60.0A
Collector-emitter saturation voltage |Vcesat Tj=25°C - 1.65 | 2.10 | v
Tj=175°C - 1.95 -
Vee= 0V, Ir=60.0A
Diode forward voltage Ve Ty=25°C - 145 | 170 | V
Tj=175°C - 1.39 -
Gate-emitter threshold voltage VGE(th) lc=0.60mA, Vce= Ve 3.2 4.0 4.8 Vv
Vece= 650V, Vee= 0V
Zero gate voltage collector current  |/ces Tj=25°C - - 40 | pA
Tyi=175°C - - 2000
Gate-emitter leakage current lces Vee=0V, Vee= 20V - - 100 nA
Transconductance grs Vee= 20V, Ic=60.0A - 72.0 - )
BEEYE, WTF ri=25°cCEHT, BRIESEAE
. Value .
Parameter Symbol |Conditions - Unit
min. | typ. ‘ max.
Dynamic Characteristic
Input capacitance Cies - 3600 -
. Vee= 25V, Vee= 0V ] ]
Output capacitance Coes f= 1000kHz 105 pF
Reverse transfer capacitance Cres - 13 -
Vee=520V, Ic=60.0A,
Gate charge Qs Vee= 15V - 144.0 - nC
Internal emitter inductance
measured 5mm (0.197 in.) from Le - 13.0 - nH
case
FXiE. BiERH
. Value .
Parameter Symbol |Conditions : Unit
min. | typ. ‘ max.
IGBT Characteristic, at 7,j=25°C
Turn-on delay time td(on) Tvi=25°C, - 30 - ns
P Vee=400V, Ic= 60.0A
R tr ’ ? - -
ise time Vee=0.0/15.0V, 35 ns
Turn-off delay time td(off) Reon = 12.0Q, Re(of = 12.00, - 206 - ns
Fall time tr Lo =30nH, Co = 30pF - 42 - ns
Lo, Co from Fig. E
Turn-on energy Eon Energy losses include “tail” and - 1.80 - mJ
Turn-off energy Eoft diode reverse recovery. - 0.60 - mJ
Total switching energy Ets - 2.40 - mJ
Datasheet 4 V2.1
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—RERE, WF 1y=25CIKHET

Diode reverse recovery time trr Tvi= 25°C, - 75 - ns
Diode reverse recovery charge Qrr }/R =6300?X, - 1.40 - uc
F=00.0A,

Diode peak reverse recovery current  |lnm di/dt = 1000A/ps - 23.5 - A
Diode peak rate of fall of reverse .
recovery current during to di/dt ) -1150 - |Aus
FXRGE. BiEAH

. Value .
Parameter Symbol |Conditions Unit

min. | typ. ‘max.

IGBT Characteristic, at Tj= 150°C

Turn-on delay time td(on) Tvi= 150°C, - 29 - ns
oo ti Vec=400V, Ic= 60.0A
R tr ’ ? - -
ise time Vee=0.0/15.0V, 36 ns
Turn-off delay time td(off) Raion) = 12.0Q, Repofy = 12.00), - 228 - ns
Fall time tr Lo =30nH, Co = 30pF - 36 - ns
Lo, Co from Fig. E
Turn-on energy Eon Energy losses include “tail” and - 2.40 - mJ
Turn-off energy Eoft diode reverse recovery. - 0.72 - mJ
Total switching energy Ets - 3.12 - mJ

ZiRERMY, T 1y=150°CRHET

Diode reverse recovery time tre Tyi=150°C, - 118 - ns

Diode reverse recovery charge Qrr }/R =6A608X, - 3.40 - uc
F=60.0A,

Diode peak reverse recovery current  |lnm di/dt = 1000A/ps - 36.5 - A

Diode peak rate of fall of reverse .

recovery current during to di/dt ) -1700 - |Aes
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Vce, COLLECTOR-EMITTER VOLTAGE [V]

Figure 16. Typical capacitance as a function of
collector-emitter voltage
(Vee=0V, f=1MHz)
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Except as otherwise explicitly approved by Infineon Technologies in a written document signed by authorized representatives of
Infineon Technologies, Infineon Technologies’ products may not be used in any applications where a failure of the product or any
consequences of the use thereof can reasonably be expected to result in personal injury.


http://www.infineon.com/
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