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IMCQ120R004M2H

CoolSiC™ 1200V SiC MOSFET G2
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w1 ISHEE
Parameter Symbol | Note or test condition Values Unit
Min. | Typ. | Max.
Storage temperature Tstg -55 150 °C
Soldering temperature Tsold | Reflow soldering (MSL2 according to JEDEC 260 °C
J-STD-020)
Thermal resistance, Rth(j-a) 62 K/W
junction-ambient
MOSFET/body diode Rth(j-c) 0.07 0.1 K/W
thermal resistance,
junction-case
Comparative Tracking CTl IEC 60112 (material group 1 according to 600 v
Index IEC 60664-1)
2 MOSFET
rR2 RAHEE
Parameter Symbol | Note or test condition Values Unit
Drain-source voltage Voss |Ty=25°C 1200 v
Continuous DC drain Ipbe Ves=18V T.=25°C 403 A
current for Ru.ciman, T.=100°C 287
limited by Tyjmax
Peak drain current, t, /oM Ves=18V 1433 A
limited by ij(max)l)
Gate-source voltage, max. VGs t,<0.5ps,D0<0.01 -10...25 \Y
transient voltage
Gate-source voltage, max. VGs -7..23 \Y
static voltage?
Avalanche energy, single Ens Ib=93 A, Vop=50V,L=0.3mH, 1163 mJ
pulse Tvj(start) = 25 °C
Avalanche energy, EAR Ib=93 A, Vop=50V,L=1.4 uH, 5.8 mJ
repetitive Tvj(start) =25 °C
Power dissipation, limited Ptot T.=25°C 1500 W
by Tuiman T.=100°C 750
1) BEEIEITRiIE.
2)  FHARITHHRAMREENTTE IPC-9592B BIFLE,
Revision 1.10

Datasheet

2025-10-13



o~ _.
IMCQ120R004M2H Infineon
CoolSiC™1200 V SiC MOSFET G2

R3 #FE
Parameter Symbol | Note or test condition Values Unit
Recommended turn-on V/Gs(on) 15...18 v

gate voltage

Recommended turn-off VGs(off) -5...0 v
gate voltage

=Ra 1S{EE
Parameter Symbol | Note or test condition Values Unit
Min. | Typ. | Max.

Drain-source on-state Rps(on) |Ib=185.2A T,;=25°C, 3.7 mQ
resistance VGs(on)=18V

Ty= 150 °C, 76 | 10.4

V/Gs(on)= 18V

T,;=175°C, 8.9

VGS(on)=18V

T,j=25°C, 4.7

VGS(on)=15V
Gate-source threshold Ves(th) |/p=58.3 mA, Vps = Ves T;=25°C 3.5 4.2 5.1 Vv
voltage (tested after 1 ms pulse T,=175°C 3.2

atVes =20 V)

Zero gate-voltage drain Ipss Vos=1200V, Ves=0V Ty=25°C 1620 | pA
current T,=175°C 27.6
Gate leakage current lgss Vos=0V Ves =23V 120 nA

VGS =-10V -120
Forward transconductance gfs Ib=185.2 A, V/ps=20V 122 S
Internal gate resistance RG,nt |f=1MHz, Vac=25mV 2.25 Q
Input capacitance Ciss Vos=800V, Ves=0V, f=100 kHz, Vac=25 mV 13 nF
Output capacitance Coss Vos=800V, Ves=0V, f=100 kHz, Vac=25 mV 574 pF
Reverse transfer Crss Vps=800V, Ves=0V, f=100 kHz, Vac=25 mV 50 pF
capacitance
CossStored energy Eoss Calculated based on Coss= f(Vop) 242 uJ
Output charge Qoss | Calculated based on Coss=f(Vop) 898 nC
Effective output Coler) | Vps=0...800V, Ves=0V, 756 pF
capacitance, energy Calculated based on Eqss
related
Effective output Co(tr) Ib= constant, V/ps=0...800V, Ves=0V, 1123 pF
capacitance, time related Calculated based on Qoss
Total gate charge Qs Vop=800V, Ir=185.2 A, Ves=0/18 V, turn-on 348 nC

pulse
(BEETFA......)
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IMCQ120R004M2H Infineon
CoolSiC™1200 V SiC MOSFET G2

x4 (4) IS1EME
Parameter Symbol | Note or test condition Values Unit
Min. | Typ. | Max.
Plateau gate charge Qas(pl) | Von=800V, Ir=185.2 A, Ves=0/18V, turn-on 76 nC
pulse
Gate-drain charge Qab Vop=800V, Ir=185.2 A, Ves=0/18 V, turn-on 86 nC
pulse
Turn-on delay time td(on) Vop=800V, h=185.2A, |T,;=25°C 40 ns
Ves= 0/18 Vv o
’ T;=175°C 30.6
Reet=2.3Q,Ls=15nH, | "’
diode: body diode at
VGs =0V
Rise time t; V=800V, h=185.2A, |T,;=25°C 26.8 ns
Ves= 0/18 \" _ o
’ T;=175°C 23.8
Reet=2.3Q,Ls=15nH, | "’
diode: body diode at
VGS =0V
Turn-off delay time tdof) |Voo=800V, p=185.2A, |T,;=25°C 80.8 ns
Ves= 0/18 \" _ o
¢ T,;=175°C 94.5
Reet=2.3Q,Ls=15nH, | "’
diode: body diode at
VGS =0V
Fall time tr Vop=800V, h=185.2A, |T,;=25°C 35.5 ns
Ves= 0/18 Vv _ o
¢ T,;=175°C 41.8
Reet=2.3Q,Ls=15nH, | "’
diode: body diode at
VGS =0V
Turn-on energy Eon Voo=800V, Ib=185.2A, |T,;=25°C 3.79 mJ
VGs: 0/18 Vv _ °
‘ T=17 4.92
Reet=2.3Q,Ls=15nH, | "’ > 9
diode: body diode at
VGS =0V
Turn-off energy Eoff Voo=800V, Ib=185.2A, |T,;=25°C 3.97 mJ
VGs: 0/18 Vv _ °
‘ T4=17 47
Reet=2.3Q,Ls=15nH, | "’ > 8
diode: body diode at
VGS =0V
Total switching energy) Etot  |Vop=800V, r=185.2A, |T,;=25°C 8.63 mJ
VGS: 0/18 V, = °
Reext=2.3Q,Ls=15nH, Ty=115°C 12.7
diode: body diode at
VGS =0V
(RBETR......)
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R4 (%) W&
Parameter Symbol | Note or test condition Values Unit
Min. | Typ. | Max.
Turn-on energy at-5V Eon Voo=800V, Ib=185.2A, |T,=25°C 3.77 mJ
Vas=-5/18V, T=175°C 4.89
Reet=2.3Q,Ls=15nH, | "’ ‘
diode: body diode at
VGS =-5V
Turn-off energy at-5V Eoft Voo=800V, b=185.2A, |T,;=25°C 231 mJ
VGs = -5/18 V _ °
’ T,;=175°C 2.51
Reet=2.3Q,Ls=15nH, | "’
diode: body diode at
VGS =-5V
Total switching energy at Etot Vop=800V, Ib=185.2A, |T,=25°C 6.97 mJ
-5 Vl) Ves= -5/18V
? T,;=175°C 10.47
RG,ext: 2.3 Q, Lo =15 nH, !
diode: body diode at
VGS =-5V
Virtual junction Tvj -55 175 °C
temperature
Virtual junction Tvilover) | Overload, cumulative max. 100 h? 200 °C
temperature
1) BEEx
2) &% 5000 RfEIR, EAATREIZA 100K,
2 LF AR BTIFIEE B 200 KV/uso JNEHTdV/dt ZEE Wist 18 EFIZTZEHIRHYo
BIEFZEHE, LT, =25°C BIZMH Tz
3 x_1%E (MOSFET)
RS RAEEE
Parameter Symbol | Note or test condition Values Unit
Drain-source voltage Voss | Tj=25°C 1200 v
Continuous reverse drain Isbc Ves=0V Tc=25°C 300 A
current for Ring.cmax, limited T.2100°C 1743
by Tujimax
Peak reverse drain current, Ism Ves=0V 860 A
tp l|m|ted by T\/j(max)
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&6 HEE
Parameter Symbol | Note or test condition Values Unit
Min. | Typ. | Max.

Drain-source reverse Vspb Isp=185.2 A, Ves=0V T,;=25°C 4.2 5.5 \Y
voltage T,=100°C 41

T,;=175°C 4
MOSFET forward recovery Qfr Vop=800V, Isp=185.2A, |T,;=25°C 0.95 pc
wreree gifin?lﬁhize;tlsj SCQ’ Ty=1757C 336
MOSFET peak forward [frm Vop=800V, Isp=185.2 A, |T,;=25°C 119 A
recovery current (\ge:in Slxaize;tlsjgco’ T,=175°C 199
MOSFET forward recovery Efr Vop=800V, Isp=185.2A, |T,;=25°C 0.86 mJ
o (‘girsinglx’dz:e:lsj SCQ’ Ty=1757C 299
MOSFET forward recovery Efr Vop=800V, Isp=185.2A, |T,;=25°C 0.87 mJ
energyat-5V gifinc?u\:je’?;’;fsoz(; Q, Ty=175°C 31
Virtual junction Tvj -55 175 °C
temperature
Virtual junction Tvjover) |overload, cumulative max. 100 h? 200 °C
temperature
1) &% 5000 RfER, mAATREH 100K,
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Safe operating area (SOA)

Power dissipation as a function of case temperature

Ip=f(Vps) Piot=f(Te)
T\/JS 175 OC, Tc: 25 OC
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Maximum DC drain to source current as a function of
case temperature limited by bond wire

Maximum source to drain current as a function of case
temperature limited by bond wire

lb="f(T) lsp=f(Tc)
VGs =0V
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C
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CoolSiC™ 1200V SiC MOSFET G2
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Typical transfer characteristic
lo=f(Vas)
Vps=20V, t,=20 ps

Typical gate-source threshold voltage as a function of
junction temperature

Vas(th) = f(Tv))

[b=58.3mA
4400 6
T,=25°C Vo=V
4000 | ——— 1, =175%C
______ T =
3600 L 5]
3200
4 —1

2800
— 2400 =
= -
= 5’

2000 <8

1600

2 —3

1200

800 1]

400

0 \ 0 T T T T T T T T
0 2 4 50 25 0 25 50 75 100 125 150 175 200

T, (C)

Typical output characteristic, Vss as a parameter

Typical output characteristic, Vgsas a parameter

Ib= f(VDS) Ip= f(VDs)
T,=25°C, t,= 20 s T,=175°C, t,= 20 ps
1600 1600 7 >
. Z / e
vV, =20V V=20V .
—_—— V=18V ———V_=18V v
1400 S 14001 as LA
------ Ve =15V
------------ V=14V
1200 e V=12V 1200
——— V=10V
wo{ (/S T Vos=8Y 1000+ —
—- V=TV L
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£ e Y B
a/ ''''''''''''''''''''''''''''''''''''''''''' T | N A i e —— s —— e ——— e ——
0 '_._.-....._......_..,..._......_......‘_.....I ..... AL 0 | |
14 16 18 20 16 18 20
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Typical on-state resistance as a function of junction Typical gate charge
temperature Vs = f(Qo)
Ros(on) = f(Tv)) lp=185.2 A, Vps= 800 V
Ib=185.2A
12 18
Vision = 18V turn-on pulse
11— —— Vesen =15V y 16
14
12
=)
E s 197
o 87
6 —
4
2 —]
2 T T T T T T T 0 T T T T T T
50 -25 0 25 50 75 100 125 150 175 200 0 50 100 150 200 250 300 350
TVJ (CC) QG (nC)

Typical capacitance as a function of drain-source
voltage

Typical reverse drain voltage as a function of junction
temperature

C= f(VDS) Vsp= f(TvJ)
f=100 kHz, Ves=0V lsp=185.2 A, Vgs=0V
6
'—_-:‘—____‘ ~
-~ VSD B f(ij)
10000 | sy
~
~
\ 5
\
- N
\\ \
\\ \\
~
\\ ~o 4 4
N,
1000 . ~_
™R \\ my ~ —
[T 1 T 3
3 \‘ a 3 |
8] \ >
\
\
\
\—"\
\\\ ]
100 o 2
C\SS 1 N
- coss
______ CfSS
10 ‘ ‘ 0 T T T T T T T T T
1 10 100 1000 50 25 0 25 50 75 100 125 150 175 200
VDS (V) TVJ (cc)
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Typical reverse drain current as a function of reverse

drain voltage, V¢s as a parameter

Typical reverse drain current as a function of reverse
drain voltage, Vss as a parameter

lso= f(Vsp) lso= f(Vsp)
T,=25°C,t,=20 us Ty=175°C, t,=20 ps
500 500
V =-5V
450 450 |— — — Vg =0V
—————— V=15V
400 400 | |--mmrmeneen Vo =18V
350 350
i ,"I
300 i 300 |
[
= i <
o 250 i o 250 ]
- i - .
i 7
200 i 200 I
i 57
il 5
il i
150§/ 150 74
i 4
i b
100 77 100 K
it V4
i P4
50 *fé.' 50 /’,
0 T 0 T
0 1 0 1

Typical switching energy as a function of junction
temperature, test circuit in Fig. F, 2nd device

own body diode: Vgs=0V
E= f(TVj)

Ves= 0/18 V, Ip=185.2 A, RG,ext: 2.3 Q, Vop=800V

Typical switching energy as a function of junction
temperature, test circuit in Fig. F, 2nd device

own body diode: Vgs=-5V
E= f(T\,j)
Ves= -5/18 V, Ip=185.2 A, RG,ext: 2

3Q,Vop=800V

5500 5500
5000 5000
4500 4500
4000 40001
3500 35001 >
= 3000 o = 3000 el
E /z’ = ’,/
* 2500 e 2500 e e NI T (S
2000 7 20001 e
1500 o 1500 et
1000*’,’// 1000 7’,1”
500 500
0 T T \ T \ 0 \ T T T \ \
25 50 75 100 125 150 175 25 50 75 100 125 150 175 200
7,0 T, (0
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CoolSiC™ 1200V SiC MOSFET G2
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Typical switching energy as a function of drain
current, test circuit in Fig. F, 2nd device own body
diode: Ves=0V

E="1(lp)

Ves=0/18V, Ty;= 175 °C, Rgext = 2.3 Q, Vop =800 V

Typical switching energy as a function of drain
current, test circuit in Fig. F, 2nd device own body
diode: Ves=-5V

E =1(lp)

Ves=-5/18V, T,;= 175 °C, Rgext= 2.3 Q, Vop=800 V
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0 \ \ T T T

0 50 100 150 200 250 300 350
I, (A)

400
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5000

4000

3000

2000

1000

0 I I I I I ]

100 150 200 250 300
1, (A

350 400

Typical switching energy as a function of gate
resistance, test circuit in Fig. F, 2nd device own body
diode: Ves=0V

Typical switching energy as a function of gate
resistance, test circuit in Fig. F, 2nd device own body
diode: Ves=-5V

E= f(RG,ext) E= f( RG,ext)
Ves=0/18V, Ip=185.2 A, T,;= 175 °C, Vpp=800 V Ves=-5/18V, Ipb=185.2 A, T,;= 175 °C, Vop=800 V
55000 40000
EOH
50000 ———,
35000 o
______ E.
45000
30000
40000
35000- 250001 Pid
7
//
= 30000} =
2 = 20000 e
w
*' 25000 g
//
15000
20000 P
//
15000
10000 g
//
10000 y
5000 7~
5000 ] .
0 T T T T T T ] T 0 I I —\_—_ 1 ! 1 ! I
0 5 10 15 20 25 30 35 40 45 50 0 5 10 15 20 25 30 35 40 45 50
RG,ext (Q) RG,ext (Q)
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Typical switching energy as a function of DC link
voltage, test circuit in Fig. F, 2nd device own body
diode: Ves=0V

Typical switching energy as a function of DC link
voltage, test circuit in Fig. F, 2nd device own body
diode: Ves=-5V

E= f(VDD) E= f(VDD)
Ves=0/18V, Ip=185.2 A, Ty;= 175 °C, Rgext= 2.3 Q Ves=-5/18V, 1p=185.2 A, T,;= 175 °C, Rgext= 2.3 Q
8000 8000
7000 7000
6000 6000
5000 5000
= =
2 4000 2 4000
w L
3000 3000
2000 2000
1000 1000
0 \ \ \ \ 1 T 0 T T T ; T ; ;
600 650 700 750 800 850 900 950 1000 600 650 700 750 800 850 900 950 1000
Vg (V) Vo (V)

Typical switching times as a function of gate
resistance, test circuit in Fig. F, 2nd device own body
diode: Ves=0V

t = f(RG,ext)

Ves=0/18V, Ip=185.2 A, T,;= 175 °C, Vppr =800 V

Typical reverse recovery charge as a function of
revere drain current slope, test circuit in Fig. F, 2nd
device own body diode: Vgs=0V

er: f(-dlso/dt )

Ves= 0/18 V, Isp=185.2 A, Vop=800V

1100

y 4.0
tdton) // T.=25°C
vj
1000 |— ——t, / ——— T, =175C
. e 3.5 4
o004 dloff) /’
............ tf ,/ —
i - —_—
800 | 7 3.0 o
7/ e —
/, — -
700 i 251
7/
I/

= 600 S g
f, S = 20

500 v o

400 15

300

1.0
200 //
0.5
100
0 T T T T T T T T 0.0 T T T T T
0 5 10 15 20 25 30 35 40 45 50 1000 2000 3000 4000 5000 6000 7000 8000
Ro e () -dig,/dt (A/us)
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Typical reverse recovery current as a function of
reverse drain current slope, test circuit in Fig. F, 2nd
device own body diode: Ves=0V

Typical switching energy as a function of dead time
[/ blanking time, test circuit in Fig. F, 2nd device own
body diode: Ves=-5V

|frm = f('diSD/dt ) E = f(tdead)
Ves=0/18V, Isp=185.2 A, Vop=800V Ves=0/18V, 1,b=185.2 A, T,;=175°C, Reexx= 2.3 Q Vpp =
800V
200 120
—9es /]
T,=25°C Y Eon
180f|——— T,=175°C e
100
160
140
80
120
= =
¢ 100 | S 60
- [
80
40
60
40
20
20
O 1 1 T T 0 1 1 1 1 1 1 1 I 1
1000 3000 5000 7000 9000 11000 13000 00 01 02 03 04 05 06 07 08 09 10

-dig/dt (A/us) Cjeaq (HS)

Max. transient thermal impedance (MOSFET/diode)
Zth(j-c),max = f(tp)

D=t,/T
0.1
L L= L
/’/
A
< A
= ot T ingle pul
% 0.011" .'__;' ,/ single pulse
£ ey ———7,(0=001)
iy 7
S = //’ —————— z, (D=0.02)
N 0%y - 7, (D=0.05)
L/ == 2, (D=0.1)
|, ——-= 7, (D=0.2)
....... Z,(D=0.5)
0.001
i 1 2 3 4
"[KfW] 0.001621542 0.005659732 0.01094181 0.07821704
Tls] 1.882E-6 2.86118E-5 1.908512E-4 0.002637753
I I 1 1
1E-6 1E-5 0.0001 0.001 0.01 0.1 1
t, (s)
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Figure B. Definition of body diode
switching characteristics
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Figure F. Dynamic test circuit
Parasitic inductance Lg,
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Figure E. Thermal equivalent circuit
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BITiER
Document revision Date of release |Description of changes
0.10 2024-05-15 Target datasheet
0.20 2024-10-08 Preliminary datasheet
1.00 2025-07-04 Final datasheet
1.10 2025-10-13 Added CTlin Table 1
Increased lpuin Table 2
Added switching information for Vgs =-5/18 Vin Table 4 and 6 and
corresponding diagrams
Added Ispcin Table 5
Corrected test conditions and adapt values of the body diode in Table 6
Added SOA diagram on page 8
Added diagram E = f(Vpp) @ Ves=0/18 V
Added diagram E = f(Vpp) @ Ves=-5/18 V
Editorial changes
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