IRFB4310PbF

e
IRFS4310PbF |I1fil’l€0|1
IRFSL4310PbF
V(eRr)DSS 100V i 2 Tab tab
Rosien typ. 5.6mQ - @
max. 7.0mQ Gate
Ip (Silicon Limited) 130A Pin1 7/
Source TO-220AB
Pin3 IRFB4310PbF IRFS4310PbF IRFSL4310PbF
Applications
. . T G D S
o .ngh Efficiency Synchronous Rectification Gate Drain Source
in SMPS
¢ Uninterruptible Power Supply
e High Speed Power Switching
e Hard Switched and High Frequency Circuits
Benefits
e Improved Gate, Avalanche and Dynamic dv/dt Ruggedness
o Fully Characterized Capacitance and Avalanche SOA
e Enhanced body diode dv/dt and dl/dt Capability
o Lead- Free
Base part number Package Type Standard Pack - Orderable Part Number
Form Quantity
IRFB4310PbF TO-220 Tube IRFB4310PbF
IRFS4310PbF D%-Pak Tape and Reel IRFS4310PbF
IRFSL4310PbF TO-262 Tube IRFSL4310PbF
Absolute Maximum Ratings
Symbol Parameter Max. Units
Ib @ Tc =25°C Continuous Drain Current, Vgs @ 10V 1300@
Ib @ Tc =100°C Continuous Drain Current, Vgs @ 10V 920 A
lom Pulsed Drain Current @ 550
Po @Tc =25°C Maximum Power Dissipation 300 W
Linear Derating Factor 2.0 wi/°C
Vas Gate-to-Source Voltage +20 \Y
dv/dt Peak Diode Recovery @ 14 V/ns
T, Operating Junction and
Tste Storage Temperature Range -5 to+ 175 °C
Soldering Temperature, for 10 seconds (1.6mm from case) 300
Mounting torque, 6-32 or M3 screw 10 Ibfein (1.1N+m)
Avalanche Characteristics
Eas Single Pulse Avalanche Energy (Thermally Limited) ® 980 mJ
Iar Avalanche Current @ . A
Ear Repetitive Avalanche Energy ® See Fig.14,15, 22a, 22b mJ
Thermal Resistance
Symbol Parameter Typ. Max. Units
Rosc Junction-to-Case @ _— 0.50
Rocs Case-to-Sink, Flat, Greased Surface, TO-220 0.50 _ SCAW
Rosa Junction-to-Ambient, TO-220 @ _— 62
Rosa Junction-to-Ambient (PCB Mount), D? Pak ®®© _ 40
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Static @ T, = 25°C (unless otherwise specified)

(infineon

Parameter Min. | Typ. | Max. |Units Conditions
V(BR)DSS Drain-to-Source Breakdown Voltage 100 | — | — | V [Ves =0V, Ip=250uA
AV gripss/AT, |Breakdown Voltage Temp. Coefficient —— 10.064| — | V/°C |Reference to 25°C, Ip = 1mA @
Ros(on) Static Drain-to-Source On-Resistance — | 56 | 7.0 | mQ |Ves =10V, Ip =75A ®
Vas(ih) Gate Threshold Voltage 20 | — | 4.0 V  |Vbs = Vas, Ib = 250pA
| Drain-to-S Leak c ) — | — ] 20 A Vps = 100V, Vgs = 0V
DSS rain-to-Source Leakage Curren 1280 ¥ Vos = 100V.Ves = OV.T, =125°C
lass Gate-to-Source Forward Leakage — | — | 200 | nA |Vgs =20V
Gate-to-Source Reverse Leakage — | — | -200 Vs = -20V
Rg Internal Gate Resistance — | 14 | — | Q |f=1.0MHz, open drain
Dynamic Electrical Characteristics @ T, = 25°C (unless otherwise specified)
gfs Forward Trans conductance 160 | — | — S |Vps =50V, Ip = 75A
Qq Total Gate Charge — | 170 | 250 Ip = 75A
Qqs Gate-to-Source Charge — | 46 | — | nC |Vps =80V
Qg Gate-to-Drain Charge — | 62 | — Vgs = 10VO
td(on) Turn-On Delay Time — [ 26 | — Vop = 65V
t Rise Time — | 110 | — ns Ib = 75A
td(off) Turn-Off Delay Time —_— 68 e RG= 2.6Q
t Fall Time — | 78 | — Ves = 10VO
Ciss Input Capacitance — | 7670 | — Vaes = 0V
Coss Output Capacitance — | 540 | — Vps = 50V
Crss Reverse Transfer Capacitance — | 280 | — pF f =1.0MHz, See Fig. 5
Coss eff.(ER) Effective Output Capacitance (Energy Related) | — | 650 | — Vss = 0V, Vps = 0V to 80V®
Coss eff.(TR) Effective Output Capacitance (Time Related) — |720.1| — Ves = 0V, Vps = 0V to 80V®
Diode Characteristics
Parameter Min. | Typ. | Max. |Units Conditions
Continuous Source Current MOSFET symbol P
Is . — | — 1300 .
(Body Diode) showing the [ \
A . G
| Pulsed Source Current _ | | 550 integral reverse :
M (Body Diode) @ p-n junction diode. :
Vsp Diode Forward Voltage — | — | 1.3 V [T;=25°C,ls=75AVgs =0V ®
. — | 45 68 T,=25°C Vpp = 85V
trr Reverse Recovery Time [ 55 83 ns T,=125°C I = 75A,
— | 82 120 T,=25°C di/dt=100A/us ®
Qr Reverse Recovery Charge ——T120 [ 180 nC L—= 125°C
IRRM Reverse Recovery Current — | 33 | — | A |T,=25°C
Notes:
® Calculated continuous current based on maximum allowable junction temperature. Package limitation current is 75A.
@ Repetitive rating; pulse width limited by max. junction temperature.
® Limited by Tymax, starting T, =25°C, L = 0.35mH, Rg = 25Q, Ias = 75A, Vgs =10V. Part not recommended for use above this value.
@ ISD < 75A, di/dt < 550A/HS, VDD < V(BR)DSS: TJ <175°C.
® Pulse width < 400us; duty cycle < 2%.
® Cs; eff. (TR) is a fixed capacitance that gives the same charging time as C,ss While Vps is rising from 0 to 80% Vpss.
@ Cyss eff. (ER) is a fixed capacitance that gives the same energy as C,ss While Vps is rising from 0 to 80% Vpss.
when mounted on 1" square PCB ( FR-4 or G-10 Material ). For recommended footprint and soldering techniques refer to application

note# AN-994.
® Ry is measured at T, approximately 90°C.
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Notes on Repetitive Avalanche Curves , Figures 14, 15:

1000 ) (For further info, see AN-1005 at www.infineon.com)
\ rop Single Pulse 1. Avalanche failures assumption:
BOTTOM 1% Duty Cycle : pton- .
. I~ = 75A Purely a thermal phenomenon and failure occurs at a temperature far in
800 N D excess of Tjmax. This is validated for every part type.

\ . Safe operation in Avalanche is allowed as long as Tjmax is not exceeded.
\ . Equation below based on circuit and waveforms shown in Figures 18a, 18b.
N \\ . Pp (ave) = Average power dissipation per single avalanche pulse.
\ \ . BV = Rated breakdown voltage (1.3 factor accounts for voltage increase

\ \ during avalanche).

. lav = Allowable avalanche current.

a b~ owN

»

EaR . Avalanche Energy (mJ)

400
\ \ 7. AT = Allowable rise in junction temperature, not to exceed Tjmax (assumed
N AN as 25°C in Figure 13, 14).
200 \‘ \\ tav = Average time in avalanche.
\ \ D = Duty cycle in avalanche = tav -f
\ ZthJc(D, tav) = Transient thermal resistance, see Figures 13)
0 Do PD (ave) = 1/2 ( 13BVIaV) = AT/ Zth_]c
25 50 75 100 125 150 175 lay = 2AT/ [1.3-BV-Zy]

E =P -t
Starting T , Junction Temperature (°C) AS(AR) T T (ave) Tav

Fig 15. Maximum Avalanche Energy vs. Temperature
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TO-220 Package Outline (Dimensions are shown in millimeters (inches))

E
H A
. E1 .—‘—— —

Al
KEI = PASKACE-GROUP PG-T0220-3-U05
g ]

e N I A 3.56 4.83
o o A1 1.14 1.40
A2 2.03 2.92
5 b 0.38 1.01
I < B b1 1.14 1.78
A — I c 0.36 0.61
IN - i D 14.22 16.51
O | D1 8.38 9.20
b o | D2 11.68 12.88
. ' E 9.65 10.67
E1 6.86 8.89

e 2.54

N 3
Ty 3 < _H H 5.84 6.86
[e] b [0 38 1@ L 12.70 14.73
L1 3.56 4.06
NOTES: aP 3.54 4.08
DIMEMSIONS DO MOT IMCLUDE MOLD FLASH, PROTRUSION OR GATE BURRS q 254 342

GATE BURRS ARE LESS THAN 0.5 mm

TO-220 Part Marking Information

i Q i PART #

INFINEON LOGO

1234567890
@ Hywwx
XX XX HALOGEN FREE: H
DATE CODE: YWW
ASSEMBLY SITE CODE: X
LOT CODE 4 DIGITS
v V

TO-220 packages are not recommended for Surface Mount Application.
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D? Pak (TO-263AB) Package Outline (Dimensions are shown in millimeters (inches))

i

(OATUM A A A 2] WOTES:
: r%E——r—@ *IEQ 1. OMENSEOHING AMD TOLERANCING PER ASME Y14 5M—1804
[\ T 2. DIMENEIONS ARE SHOWN N MILLIMETERS [INCHES].
r &DIHENSIE}N O & E DO MOT INCLUDE WOLD  FLASH. MOLD FLASH SHALL NOT EXCEED
i SETAIL & SEaTRG 00127 [L005°] PER SIDE. THESE DIMEMSIONS ARE MEASURED AT THE OUTMOST
PLAKE EXTREMES OF THE PLASTIC BODY AT DATUM H,
L |_E;. i A /0\THERMAL PAD CONTOUR OPTIONAL WTHIN CIMENSION E, L1, Dt & E1.
L 111 _/i\-l‘mhdsﬂsm b1 AND ¢l APPLY TO BASE METAL ONLT,
— u
i Liﬂ G. DATUM A & B8 TO BE DETERMINED AT DATUM PLANE H.
7. CONTROLLIMG DIMEWSION: IHEZH.
—f | B2 S
3 e B OUTLINE CONFORMS TO JEDEC CUTLIKE ToO—2634B.
—=F=—zsh [FECATE
[ EANIFEIEEE
5
¥ DIMEMSIONS "
M 0
g MILLMETERS INCHES T LEAD ASSIGNWENTS
E
oo L | MIN | MAx MM, MAx, B
. » | 408 | 483 || 180 | 80 HEFET
! 1 I a1 | 000 | 0254 || oo | oo 1= GATE
LED T EIEJ ] PR bt | ost | oo || ozo | oze 2, 4.— DRAIN
bi| o5 | oes || 020 | 03 | s %~ SOURCE
-
ot bz [ taa | s || Loas | oio
SCALE B b3 1.14 1.73 045 e8 5
€ 0.38 074 NG 0z8 GETe, CoPACK
¢t | o3e | oee || s | 023 | s
1— GATE
. el 1.4 1.65 045 65 3. 4. COLLECTOR
i} B.38 9,65 330 | (380 3 I— EMITTEER
o | &8 - 270 4
E | 285 | 1067 || 380 | 420 | 34
A El | 822 - 245 4
e | 254 BSC 100 BSC CloDEs
f I f . H | 14.61 | 1588 || 575 | 625 1.— ANDDE *
H'] L | 178 | 273 a7 | o 2, 4.— CATHOOE
A u - 1,85 - (066 4 3.~ ANCDE
2| 127 | 178 - | o
L3 [ os5 Bsc 010 BSC * PART DEPENDENT,

L4 | 478 | 528 88 | 208

D? Pak (TO-263AB) Part Marking Information

EXAMPLE:  THIS IS AN IRF5305 WITH

LOT COCE 8024 INTERMATIONAL /—\/ PARTNLMBER
ASSEMELEL ON WA 02, 2000 FECTIFIER e
IN THE ASSENBLY LINE 'L LcGo N TOR 002, |
80 24 CATE COCE
- | | ASSEMBLY 7 Hu ﬁ YEAR 0 = 2000
Nete: "P” in assembly line position LOT CODE WEEK 02
indicates "Lead — Free

LINE L

PART NLMEER
INTERRATICNAL e /
RECTIFIER F5305 -

OGO N TOR P04 DATE COCE
P = DESIGMATES LEAD - FREE

A% o 24 PROCUCT (OFTIONAL)
i«g?_Ecr\gBDLg‘ EI H YEAR 0 = 2000
WEEK 02

A = ASSEMELY SITE COCE
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TO-262 Package Outline (Dimensions are shown in millimeters (inches))
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TO-262 Part Marking Information

EXAMPLE:

MNote:

THIZ 15 AN IRL3103L

MASE WETAL

WOTES:
1. DIMENSIDNING AND TOLERANCING PER ASME Y14.5M—1994

2, DIMENSIONS ARE SHOWM IN WILUMETERS [INGHES]

DIMENEION D & E DO NOT INCLUDE MOLD  FLASH, MOLD FLASH SHALL MOT EXCEED
0127 [Lo05™] PER SIDE. THESE DIMENSIONS ARE MEASURED AT THE CUTMOST
EXTREMES OF THE FLASTIC BCOY.

THERM.'-.L PAD CONTOUR OPTIOMAL WITHIN DIVEMSION E, L1, D1 & EN
l&DIHENH{]H bl AND el APPLY TO BASE METAL OHWLY.
B, CONTROLUMG DIMENSION: INCH.

7.— OUTLINE CONFORM TO JEDEC TO-262 EXCEPT Af{max ], b{min} AND D1(min,)
WHERE DIMENSICMS DERIVED: THE ACTUAL PACKAGE OUTLIME.

E DIMENSICNS N

8 | MILLMETERS INCHES 1

E Wi, AN, Min. A, E

A 4,08 4,B3 80 L1890

at | 203 | 302 || .os0 | 19

[} 051 0.99 020 09

bt | o5t | oes || .ozo | oas | s P

bz 114 1.78 (045 .07a

ba | 114 | 173 || 45 | e | s

c | oae | o4 || ois | Loze HEXFET

et | 038 | 058 || o5 | 023 | s 1.— GATE

e2 | 14 1.65 045 | 065 2.~ DRAIN

o | a3e | e85 || 350 | .3a0 | 3 i-‘ Eg:ECE
e | ses | - am | - 1 '

E | ass | 1067 || 380 | 420 | 34

B | 822 | - 245 1 GRTa. CaPACK

B 254 BsC A00 BSC . "

L [1346 [ 1470 || 530 | 555 el S,
| - | 1ss — | .oas | a T EMITIER
Lz | 356 | a7 || 240 | 4s 4 COLLECTCR

LOT CODE 1789 PART NUMBER
ASSEMBLED ON WW 18, 1997 'NLEE%N#QSHN‘“L - _‘;/
IN THE ASSEMBLY LINE 'C Chae S lRL31'?139L-::
2 ag | DATE CCDE
e YEAR 7 = 1997
"F" in assembly line position ASSEMBLY
indicates "Lead — Free" LOT CODE WEEK. 19
LINE C
OR
INTERNATIONAL = " PART NMBER
RECTIFIER L3103
LOGO \:IJQR PTI98y
17 89 ~ DATE CODE
ASSEMBLY ~ P = DESIGNATES LEAD-FREE
LOT CCDE PRODUCT (OPTIONAL
YEAR 7 = 1997
WEEK 19

A = ASSEMELY SITE CODE
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TRH
Ooo0
1.60 (.063)__
150 (.059)
1.60 (.063)
410 (181) &
Iﬁlulﬁ 3.90 (153) ™| / 1.50 (.059)
i
e R L
FEED DIRECTION 1 a5 (.073) [ 11.60 (.457)
. 1.65 (.065) 11.40 (.448)
+
TRL
oooao @175 (.089)
10.90 {.428) 1.25 {_.044)
Iﬂl.-.lﬂl 10.70 {421
16.10 | .B34)
15.90 | 626)
FEED DIRECTION
13.50 (.532)

Y\ @ 12.80 (.504)

@ 330,00
(14.173)
A

MNOTES :
1. COMFORMS TO ElA-418.

2. CONTROLLING DIMENSION: MILLIMETER.
B DIMENSION MEASURED & HUB.

VAY

INCLUDES FLAMNGE DMSTORTION @ OUTER EDGE.

D? Pak (TO-263AB) Tape & Reel Information (Dimensions are shown in millimeters (inches))
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4 & 60.00(2.362)
= MIN.
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| =20.40 (1.187)
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Added disclaimer on last page.

Trademarks
All referenced product or service names and trademarks are the property of their respective owners.

Published by Infineon Technologies AG, Am Campeon 1-15, 85579 Neubiberg, Germany
Copyright (c) 2026 Infineon Technologies AG and its affiliates. All Rights Reserved.

Important notice
The product is not developed and released for series supply by Infineon.

Subject to the development and release of the product for series supply by Infineon, the technical specifications of the product are set forth in
the relevant final product data sheet provided by Infineon.

Infineon reserves the right to change all information given in this document at any time without notice.

Products which may also include samples and may be comprised of hardware or software or both (“Product(s)”) are sold or provided and
delivered by Infineon Technologies AG and its affiliates (“Infineon”) subject to the terms and conditions of the frame supply contract or other
written agreement(s) executed by a customer and Infineon or, in the absence of the foregoing, the applicable Sales Conditions of Infineon.
General terms and conditions of a customer or deviations from applicable Sales Conditions of Infineon shall only be binding for Infineon if and
to the extent Infineon has given its express written consent.

For the avoidance of doubt, Infineon disclaims all warranties of non-infringement of third-party rights and implied warranties such as
warranties of fitness for a specific use/purpose or merchantability.

Infineon shall not be responsible for any information with respect to samples, the application or customer’s specific use of any Product or for
any examples or typical values given in this document.

The data contained in this document is exclusively intended for technically qualified and skilled customer representatives. It is the
responsibility of the customer to evaluate the suitability of the Product for the intended application and the customer’s specific use and to
verify all relevant technical data contained in this document in the intended application and the customer’s specific use. The customer is
responsible for properly designing, programming, and testing the functionality and safety of the intended application, as well as complying
with any legal requirements related to its use.

Unless otherwise explicitly approved by Infineon, Products may not be used in any application where a failure of the Products or any
consequences of the use thereof can reasonably be expected to result in personal injury. However, the foregoing shall not

prevent the customer from using any Product in such fields of use that Infineon has explicitly designed and sold it for, provided that the overall
responsibility for the application lies with the customer.

Infineon expressly reserves the right to use its content for commercial text and data mining (TDM) according to applicable laws, e.g. Section
44b of the German Copyright Act (UrhG).

If the Product includes security features: Because no computing device can be absolutely secure, and despite security measures implemented
in the Product, Infineon does not guarantee that the Product will be free from intrusion, data theft or loss, or other breaches (“Security
Breaches”), and Infineon shall have no liability arising out of any Security Breaches.

If this document includes or references software:

The software is owned by Infineon under the intellectual property laws and treaties of the United States, Germany, and other countries
worldwide. All rights reserved. Therefore, you may use the software only as provided in the software license agreement accompanying the
software. If no software license agreement applies, Infineon hereby grants you a personal, non-exclusive, non-transferable license (without the
right to sublicense) under its intellectual property rights in the software (a) for software provided in source code form, to modify and
reproduce the software solely for use with Infineon hardware products, only internally within your organization, and (b) to distribute the
software in binary code form externally to end users, solely for use on Infineon hardware products. Any other use, reproduction, modification,
translation, or compilation of the software is prohibited.

For further information on the Product, technology, delivery terms and conditions, and prices, please contact your nearest Infineon office or
visit https://www.infineon.com.
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