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V 2.1Please read the important Notice and Warning at the end of this document

Transistor type
H 
HL 
HS 
HSL 

 Radiation hardened HEXFET
 Rad hard logic level MOSFET
 Rad hard synchronous rectifier
 Rad hard synchronous rectifier 
(low inductance)

Package designator
All packages have metal lids unless 
otherwise noted 
Blank
C
W
E
F
G
I
M
MB
MK

ML

MS
N
NA
NJ
NJC
NKC
NM
NMC
NME  
NPC
NS
PB
Q
UB

UBC
UBCN
UBN
UC
V
Y
YA
YB
YJ

YK

YS

TO-204AA, AE (TO-3)
Chip / die (no package)
Wafer (no package)
LCC-18
TO-205AF (TO-39, low profile)
MO-036AB (14 lead ceramic DIP)
TO-259AA
TO-254AA
TO-254AA tabless, low ohmic
TO-254AA tabless, low ohmic, surface 
mount lead formed at surface plane
TO-254AA tabless, low ohmic, surface 
mount lead formed below surface plane
TO-254AA low ohmic
SMD-1
SMD-2
SMD-0.5
SMD-0.5, ceramic lid
SMD-0.5e, enhanced, ceramic lid, 
SMD-0.2
SMD-0.2, ceramic lid

  SMD-0.2e, enhanced, ceramic lid
SMD-0.1, ceramic lid
SupIR-SMD
Power Block, isolated
LCC-28 (quad die)
LCC 4-pads, shielded - 
tied to 4th pin
LCC 4-pads, ceramic lid, shielded
LCC 3-pads, ceramic lid, isolated
LCC 3-pads, isolated
LCC 6-pads
TO-258AA
TO-257AA
TO-257AA tabless
TO-257AA tabless, low ohmic
TO-257AA tabless, 
surface mount lead formed
TO-257AA tabless, low ohmic, 
surface mount lead formed
TO-257AA low ohmic

Technology
Blank R4 (HEXFET)
5 R5
5S R5, S-line
6 R6
6S R6, S-line
7 R7
7S R7, S-line
8 R8
9A R9

Lead option 
A

B

C
D

Lead form down on TO-25x 
(if package is SMD, then lead attached)
Lead form up on TO-25x 
(if package is SMD-0.5, then lead 
attached and formed)
Lead trimmed (TO-25x packages only)
On DBC carrier, applies only to 
SMD-1 and SMD-2

Screening Level
Blank no screening, COTS
IR HiRel controlled drawing, die level
CDV
CDH
CDK

100% die visual inspection
H level, MIL-PRF-19500, Appendix G
K level, MIL-PRF-19500, Appendix G

IR HiRel qualified lot, packaged level
SCX

SCV

SCS

TX level screening for standard 
  military application          

TXV level screening (with 100% visual
  inspection) for standard military 
  application

S level screening for space application

Channel
Blank
6

N-channel
Mixed N and P channel

9 P-channel

Total dose hardness  
Blank  100 krad(Si)  P-channel (R4 only)
3
4
5
7

 300 krad(Si) 
 600 krad(Si)
 500 krad(Si) 
 100 krad(Si) 

8  1000 krad(Si) 

Voltage (BVDSS)
0
1
2
3
4
C
Y
Z 

60 V
100 V (or 130 V or 150 V with voltage adder)
200 V (or 250 V with voltage adder)
400 V
500 V (or 550 V with voltage adder) 
600 V
20 V
30 V

Die size
1 die size 1
2 die size 1.7 & 2
3 die size 3
4 die size 4
5 die size 5
6 die size 6
A die size 10
Z smallest size 

Voltage adder
0
3
4

full spec rating (does not apply to 60 V devices)
30 V, e.g. 1x3 is 130 V
50 V, e.g. 2x4 is 250 V or, 0x4 is 60 V

Package variation
Blank
C

glass eyelet (all TO-257AA packages)
ceramic eyelet (all TO-257AA packages)

Process variation
SE    Single event effect tolerant 

  (applicable only to R4 & R5)
PPiinnoouutt
((applies oonly tto  TTO-257AA  ppackages)
BBlank
PPin1
PPin2
PPin3

M
Pi  n1 Drain 
Pin2 Source 
Pin3 Gate

IR HL YS 7 9 7 0 3 4 C M SCS A

Gate
Drain 
Source 
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Please note!
This Document is for information purposes only 
and any information given herein shall in no event 
be regarded as a warranty, guarantee or 
description of any functionality, conditions and/or 
quality of our products or any suit ability for a 
particular purpose. With regard to the technical 
specifications of our products, we kindly ask you to 
refer to the relevant product data sheets provided 
by us. Our customers and their technical 
departments are required to evaluate the suitability 
of our products for the intended application. 

We reserve the right to change this document and/
or the information given herein at any time.

Additional information
For further information on technologies, our 
products, the application of our products, delivery 
terms and conditions and/or prices, please contact 
your nearest Infineon Technologies office  
(www.infineon.com).

Warnings
Due to technical requirements, our products may 
contain dangerous substances. For information on 
the types in question, please contact your nearest 
International Rectifier HiRel Products, Inc., an 
Infineon Technologies office. 

International Rectifier HiRel components may only 
be used in life-support devices or systems with the 
expressed written approval of International 
Rectifier HiRel Products, Inc., an Infineon 
Technologies company, if a failure of such 
components can reasonably be expected to cause 
the failure of that life-support device or system, or 
to affect the safety or effectiveness of that device 
or system. 

Life support devices or systems are intended to be 
implanted in the human body, or to support and/
or maintain and sustain and/or protect human life. 
If they fail, it is reasonable to assume that the 
health of the user or other persons may be 
endangered. 
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